2 2 KR W A R o~ d

[\ PAN ASIA CHEMICAL CORPORATION
g 1004 3t B @& # 4 dy 28— O05% 1 14
11F, No. 50, Sec. 1, Hsin Sheng South Rd., Taipei, 100 Taiwan

Tel:+886-2-2351-1212 Fax:+886-2-2396-2946 http://www.pacc.com.tw E-mail:paccsale@pacc.com.tw

SPECIFICATION
Em&ZH# (brand name) PANESTER PEG 600 DS
INCI name B B EIEARRAEE Polyethylene glycol
distearate
h3Z &% (Chinese name) PEG600 £ 1& 5 {4 fig
ANER (appearance) 25°C M=BERE yellowish solid
7K1 WATER content% 0.5 max
& COLOR(Gardner) 2.0 max

2{E{& Saponification Value (mg KOH/g) | 93~102

B&f8 Acid value (mg KOH/g) 5.0 max

PH 1% aq 6.0~7.0

HLB value 10.7

Specific gravity °C 0.967

B3 PACKING 190 kg/iron drum
F&
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Application

Polyethylene glycol(PEG) esters are non-toxic and non-irritating nonionic emulsifiers.
PEG600DS can act as an emulsifier (o/w), co-emulsifier for waxes, textile formulation,
additive for lubricants & anticorrosive, viscosity control agents for plastic, defoamer for latex
paints.



